Fabriksvangen 15 3550 Slangerup - TIf. +45 48 10 33 00 - Mail: salg.slangerup@iq-products.com

K-EAF EUROPEAN AIR

European Air Coupling with Female Thread: ' ‘ =N
The European air coupling with internal thread, made from galvanized steel, is designed for
durability and reliability in various applications. It features a standardized claw distance of

ER
¥

42mm across all sizes, ensuring compatibility and ease of use.
Temperature range:
» -30°C—-+120°C

Dimensions All Sizes

Scale Bar / Psi

Working Pressure 10/ 145

Claw Distance Material Description Item Number EAN-number

42 MM Galvanized Steel & NBR Gasket | EUROPEAN AIR FEMALE BSP THREAD %” K-EAF006 (NN |
42 MM Galvanized Steel & NBR Gasket | EUROPEAN AIR FEMALE BSP THREAD 3/8” K-EAF010 (L LLLE I URCRLALELLL IR LN
42 MM Galvanized Steel & NBR Gasket | EUROPEAN AIR FEMALE BSP THREAD %” K-EAF013 NI
42 MM Galvanized Steel & NBR Gasket | EUROPEAN AIR FEMALE BSP THREAD %” K-EAFO19 (NN |
42 MM Galvanized Steel & NBR Gasket | EUROPEAN AIR FEMALE BSP THREAD 1” K-EAF025 (N
42 MM Galvanized Steel & NBR Gasket | EUROPEAN AIR FEMALE BSP THREAD 1-%” K-EAF032 (NN |

* All technical specifications apply to a temperature of 23°C+2°C



