
 

   

 

K-EAS EUROPEAN AIR 

European Air Coupling with Hose Tail:  

The European air coupling with hose tail, made from galvanized steel, is designed for durability and 

reliability in various applications. It features a standardized claw distance of 42mm across all sizes, 

ensuring compatibility and ease of use. 

Temperature range: 

➢ -30°C – +120°C 

Dimensions All Sizes 

Scale Bar / Psi 

Working Pressure 10 / 145 
 

* All technical specifications apply to a temperature of 23° C ± 2° C 

Claw Distance Material Description Item Number EAN-number 

42 MM Galvanized Steel & NBR Gasket EUROPEAN AIR HOSE TAIL 3/8” K-EAS010  

42 MM Galvanized Steel & NBR Gasket EUROPEAN AIR HOSE TAIL ½” K-EAS013  

42 MM Galvanized Steel & NBR Gasket EUROPEAN AIR HOSE TAIL 5/8” K-EAS016  

42 MM Galvanized Steel & NBR Gasket EUROPEAN AIR HOSE TAIL ¾” K-EAS019  

42 MM Galvanized Steel & NBR Gasket EUROPEAN AIR HOSE TAIL 1” K-EAS25  

42 MM Galvanized Steel & NBR Gasket EUROPEAN AIR HOSE TAIL 1-¼” K-EAS032  
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