K-VLBM CAM & GROOVE TYPE B

CAM & GROOVE Brass External Thread:

Quick-connect coupling featuring a female adapter and external thread, designed for efficient fluid
transfer. Made from durable Brass, it offers excellent corrosion resistance and high strength.

Temperature range:
» -20°C—+120°C

Fabriksvangen 15 3550 Slangerup - TIf. +45 48 10 33 00 - Mail: salg.slangerup@iq-products.com

Inch %" —2" 2% 3" 4

Scale Bar / Psi Bar / Psi Bar / Psi Bar / Psi

Working Pressure 18 / 250 11/ 150 9/125 7 /100
Type Material Description Item Number EAN-number
Type B Brass CAM & GROOVE TYPE B BR D. 1/2" K-VLBMO13A LT IR ALAT LR
Type B Brass CAM & GROOVE TYPE B BR D. 3/4" K-VLBMO19A LT IR AR LA
Type B Brass CAM & GROOVE TYPE B BR D. 1" K-VLBMO25A (LLLLLL IRUERTLAL LN
Type B Brass CAM & GROOVE TYPE B BR D. 1-1/4" K-VLBMO32A LU
Type B Brass CAM & GROOVE TYPE B BR D. 1-1/2" K-VLBMO38A I
Type B Brass CAM & GROOVE TYPE B BR D. 2" K-VLBMOS0A (LU
Type B Brass CAM & GROOVE TYPE B BR D. 2-1/2" K-VLBMO63A LU
Type B Brass CAM & GROOVE TYPE B BR D. 3" K-VLBMO75A LU ]
Type B Brass CAM & GROOVE TYPE B BR D. 4" K-VLBM100A LI IRERITL AL ML

* All technical specifications apply to a temperature of 23°C+2°C




