PTFE HOSE

Our PTFE hoses are ideal for conducting paints, oils, air, water, and steam. They are not suitable
for oxygen flow and do not dissipate electrostatic charges with non-conductive fluids. Standard

hoses come in natural colors, with other colors available on request.

Material:
PTFE (Teflon)

Temperature range:
» -60°C—+260°C

* Other Sizes Available on Request *

Fabriksvangen 15 3550 Slangerup - TIf. +45 48 10 33 00 - Mail: salg.slangerup@iq-products.com

EAN-number

5 || 714397 || 001247 ||

5 || 714397 || 001254 ||

5 || 714397 " 001261 "

5 || 714397 || 001278 ||

Outer Diameter | Inner Diameter | Working pressure | Burst Pressure | Weight Item Number Coil length
MM MM Bar / PSI Bar / PSI g/MT MT
6 4 18 /261 54 /783 150 PTFEO604T 50
8 6 14 /203 42 /609 170 PTFEO806T 50
10 8 12 /174 36 /522 190 PTFE1008T 50
12 10 10/ 145 30/435 220 PTFE1210T 50
16 14 7 /101 21 /304 300 PTFE1614T 50

5 || 714397 || 001285 ||

* All technical specifications apply to a temperature of 23°C+2°C



