
 

   

 

PU HOSE  

Our PU hose Type SH98 is ideal for transporting air, water, and various fluids. It offers excellent 

flexibility and durability. Standard hoses come in natural colors, with other colors available upon 

request. This hose meets the following standards: Abrasion resistance DIN 53516: 25MM³, 

Elongation at break DIN 53504: 500%, Tensile stress at break DIN 53504/ISO 1307: 55 MPa, 

Hardness DIN 53505: Shore A=98 / Shore D=52, Density DIN 53479: 1.22 g/cm³. 

Material: 

PU (Type SH98) 

Temperature range: 

➢ -40°C – +60°C    * Other Sizes Available on Request * 

* All technical specifications apply to a temperature of 23° C ± 2° C 
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4 2 15 / 217 60 / 870 11,5 11 PU0402X X X X X X X  

5 3 12 / 174 50 / 725 15,3 14 PU0503X X X X X X X  

6 4 10 / 145 40 / 580 19,2 18 PU0604X X X X X X X  

8 5 13 / 188 52 / 754 37,4 25 PU0805X X X X X X X  

8 6 8 / 116 32 / 464 26,8 35 PU0806X X X X X X X  

10 7 8,5 / 123 35 / 507 48,8 30 PU1007X X X X X X X  

10 8 6,5 / 94 27 / 391 34,5 45 PU1008X X X X X X X  

12 9 8 / 116  24 / 348 60,3 50 PU1209X X X X X X X  

16 10 16 / 232 48 / 696 147 70 PU1610X X X X X X X  

14 12  4 / 58 12 / 174 49,8 80 PU1412X X X X X X X  
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